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NOTE:

UNOERGROUND UTILITY LOCATIONS SHOWN ARE FROM INFORMATION
PROVIDED TO US FROM UTIITY COMPAMES. UTLITY COMPANKES MAKE
NO WARRANTES OR GUARANTEES REGARDING THE ACCURACY OF THE
INFORMATION CONTAINED IN THEIR OOCUMENTS AND PROVIOES IT ONLY
AS GENERAL INFORMATION 7O THE RECOIVER. FOR SPECKIC LOCATIONS
DURING CONSTRL CTION CALL HOTLINE™ 402 344-3583 (METRO
OMAHA) 1-BOC-331-5685 (STATEMDE) PRIOR TO [IGTING.
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GRADING NOTES:

1. THE PROPOSED CONTOURS SHOWN REPRESENT FINISHED GRADE IN LANDSCAPED
AREAS. GRADE SHALL GRAUUALLY TAPER OVER SPOT ELEVATIONS IN GENTLE
SWEEPING CURVES. (NO SHARP BREAK IN PLANE OF PAVING ALLOWED.)

2. ELEVATIONS SHOWN ARE REFERENCED TO U.S.G.S. DATUM.

3. EXISTING CONTOURS MAY VARY DUE TO GRADING BY OTHERS. CONTRACTOR SHALL
PROVIDE EXCAVATING AND SUSFICIENT FILL TO ACHIEVE GRADES SHOWN AT NO
ADDITIONAL COST TO OWNER.

4. PROVIDE WIND AND WATER EROSION CONTROL AS REQUIRED BY OWNER AND CITY
OF OMAHA. REMOVE MUD AND SILT FROM ADJACENT PUBLIC AND PRIVATE PROPERTY
IMMEDIATELY AFTER SPILLAGE.

5. CONTRACTOR SHALL INSTAL. ST FENCE, INLET PROTECTION, STABILIZED
CONSTRUCTION ENTRANCE, DITZH CHECKS AND ANY OTHER NECESSARY SEDIMENT AND
EROSION CONTROL DEWICES.

6. THE CONTRACTOR SHALL CONTROL DUST AND WATER INDUCED EROSION CAUSED BY
HIS OPERATIONS. THE CONTRACTOR SHALL MOISTEN ALL SURFACES AS REQUIRED TO
PREVENT DUST FROM BEING A NUISANCE TO THE PUBLIC, NEIGHBORS, AND
CONCURRENT PERFORMANCE OF OTHER WORK ON THE SITE. THE CONTRACTOR SHALL
FURNISH ALL WATER, FEES, PERMITS, EQUIPMENT, AND LABOR NECESSARY TO CONTROL
DUST AT NG ADDITIONAL COST TO THE OWNER. THE CONTRACTOR SHALL CONTROL
WATER INDUCED ERQOSION RELATED TO HIS OPERATIONS UNTIL SUCH TIME AS EROSION
CONTROL MEASURES HAVE BEEN INSTALLED.

7. ALL FILLS SHALL BE PLACED AND COMPACTED AS STRUCTURAL FILL AND
COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DRY DENSITY (ASTM D698)
STANDARD PROCTOR. MOISTURE CONTENT SHALL BE BETWEEN -3 AND +4 PERCENT
OF OPTIMUM. FILLS SHALL BE PLACED IN LOOSE UIFTS OF NO GREATER THAN 8
INCHES.

8. ADJUST ALL MANHOLES ANU VALVES TO FINAL GRADE.
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DRAINAGE SWALE NEEDED
TO KEEP WATER AWAY
FROM BUILDING ON
ADJACENT PROPERTY.
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NOTE:
UNDERGROUND U'UTY LOCA! FROM INFORMATION

IGGERS HOTUNE® 402 344-3865 (METRO
OMAHA) 1-800-331-5888 (STATEWMDE) PRIOR TO DIGGING.
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RADING NOTES:

1. THE PROPOSED CONTOURS SHOWN REPRESENT FINISHED GRADE IN
LANDSCAPED AREAS. GRADE SHALL GRADUALLY TAPER OVER SPOT
ELEVATIONS IN GENTLE SWEEPING CURVES. {(NO SHARP BREAK IN PLANE
OF PAVING ALLOWED.)

2, ELEVATIONS SHOWN ARE REFERENCED TO U.S.G.S. DATUM.

3. EXISTING CONTOURS MAY VARY DUE TO GRADING BY OTHERS.
CONTRACTOR SHALL PROVIDE EXCAVATING AND SUFFICIENT FILL TO
ACHIEVE GRADES SHOWN AT NO ADDITIONAL COST TO OWNER.

4. PROVIDE WIND AND WATER EROSION CONTROL AS REQUIRED BY
OWNER AND CITY OF OMAHA. REMOVE MUD AND SILT FROM ADJACENT
PUBUC AND PRIVATE PROPERTY IMMEDIATELY AFTER SPILLAGE.

5. CONTRACTOR SHALL INSTALL SILT FENCE, INLET PROTECTION,
STABIUZED CONSTRUCTION ENTRANCE, DITCH CHECKS AND ANY OTHER
NECESSARY SEDIMENT AND EROSION CONTROL DEWVICES.

6. THE CONTRACTOR SHALL CONTROL DUST AND WATER INDUCED
EROSION CAUSED BY HIS OPERATIONS. THE CONTRACTOR SHALL
MOISTEN ALL SURFACES AS REQUIRED TO PREVENT DUST FROM BEING A
NUISANCE TO THE PUBLIC, NEIGHBORS, AND CONCURRENT PERFORMANCE
OF OTHER WORK QN THE SITE. THE CONTRACTOR SHALL FURNISH ALL
WATER, FEES, PERMITS, EQUIPMENT, AND LABOR NECESSARY TO CONTROL
DUST AT NO ADDITIONAL COST TO THE OWNER. THE CONTRACTOR
SHALL CONTROL ‘YATER INDUCED EROSION RELATED TO HIS OPERATIONS
UNTIL SUCH TIME AS EROSION CONTROL MEASURES HAVE BEEN
INSTALLED.

7. ALL FILLS SHALL BE PLACED AND COMPACTED AS STRUCTURAL FILL
AND COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DRY DENSITY
(ASTM D698) STANDARD PROCTOR. MOISTURE CONTENT SHALL BE
BETWEEN ~3 AND +4 PERCENT OF OPTIMUM. FILLS SHALL BE PLACED
IN LOOSE LIFTS OF NO GREATER THAN B INCHES. PAVEMENT AND
FLOOR SLAB SUB3RADE SHALL BE COMPACTED IN ACCORDANCE WITH
THE CONTRACT SPECIFICATIONS. PROVIDE BEST AVAILABLE SOIL
MATERIALS BELOV{ SUILDING FLOOR SLAB TO A DEPTH OF 2'-0°.
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GRADING NOTES:

1, THE PROPOSED CONTOURS SHOWN REPRESENT FINISHED GRADE IN LANDSCAPED
AREAS. GRADE SHALL GRADUALLY TAPER OVER SPOT ELEVATIONS IN GENTLE
SWEEPING CURVES. (NO SHARP BREAK IN PLANE OF PAVING ALLOWED.)

2. ELEVATIONS SHOWN ARE REFERENCED TO U.S.G.S. DATUM.

3. EXISTING CONTOURS MAY VARY DUE TO GRADING BY OTHERS. CONTRACTOR SHALL
PROVIDE EXCAVATING AND SUFFICIENT FILL TO ACHIEVE GRADES SHOWN AT NO
ADDITIONAL COST TO OWNER.

4. PROVIDE WIND AND WATER EROSION CONTROL AS REQUIRED BY OWNER AND CITY
OF DMAHA, REMOVE MUD AND SILT FROM ADJACENT PUBLIC AND PRIVATE PROPERTY
IMMEDIATELY AFTER SPILLAGE.

5, CONTRACTOR SHALL INSTALL SILT FENCE, INLET PROTECTION, STABILIZED
CONSTRUCTION ENTRANCE, DITCH CHECKS AND ANY OTHER NECESSARY SEDIMENT AND
EROSION CONTROL DEWCES.

8. THE CONTRACTOR SHALL CONTROL DUST AND WATER INDUCED ERGSION CAUSED BY
HIS OPERATIONS. THE CONTRACTOR SHALL MOISTEN ALL SURFACES AS REQUIRED TO
PREVENT DUST FROM BEING A NUISANCE TO THE PUBLIC, NEIGHBORS, AND
CONCURRENT PERFORMANCE OF OTHER WORK ON THE SITE. THE CONTRACTOR SHALL
FURNISH ALL WATER, FEES, PERMITS, EQUIPMENT, AND LABOR NECESSARY TO CONTROL
DUST AT NO ADDITIONAL COST TO THE OWNER. THE CONTRACTOR SHALL CONTROL
WATER INDUCED EROSION RELATED TO HIS OPERATIONS UNTIL SUCH TIME AS EROSICN
CONTROL MEASURES HAVE BEEN INSTALLED.

7. ALL FILLS SHALL BE PLACED AND COMPACTED AS STRUCTURAL FiLL. AND
COMPACTED TO A MINIMUM OF 95X OF THE MAXIMUM DRY DENSITY (ASTM D898)
STANDARD PROCTOR. MOISTURE CONTENT SHALL BE BETWEEN -3 AND +4 PERCENT
OF OPTIMUM. FILLS SHALL BE PLACED IN LOOSE UFTS OF NO GREATER THAN 8
INCHES.

8. ADJUST ALL MANHOLES AND VALVES TO FINAL GRADE.
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